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Welcome
Thank you for choosing an Option Audio product!

All Option Audio products have been designed
with one thing in mind; offering you the highest
quality products that are easy to use and great
value for money.

We manufacture a large range of In-Car Audio
Visual products, Speakers, Subwoofers,
Amplifiers, GPS and Reverse Camera Systems. To
view our product range, please visit our website
(www.optionaudio.com).

We appreciate all feedback you may have. Please

address this to:

v
AUSSIE OWNED AND
ENGINEERED

Option Audio

Unit 5, 3-19 University Drive,
Meadowbrook, Qld, 4131
info@optionaudio.com

Ph: 07 3805 5112

Features &
Specifications

1/3” CCD Flush Mount
Camera

IP Rating: IP66

TV System: PAL/ NTSC

Effective Pixels: 510 x 492 /
628 x 582

Sensing Area (mm): 4.9 x 3.7

Resolution (TV Lines): 420

Lens Angle (deg.): 170

Power Supply: DC12V

Screen Options
(Your reverse camera can be paired with any Option Audio Screen Source)

OA9SV
9” Replacement LCD
Monitor Sun Visor

OA439GPS
GPS* Bluetoothe 4.3”
Screen * Camera

OA70HR
7" LCD Monitor

Upgrade your system:

Cameras also
available in

white
S »
® * \(2&mg‘ri:)sl also
OA43RMPK OA7MCS OA485CS "™

4.3" Screen
Bluetooth « Camera

2 Way Reverse
Camera System

4 Way Reverse
Camera System

www.optionaudio.com



Wiring Diagram

(Camera Mounted in
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1. Connect the yellow cable to your screens source.
2. Connect black cable to your vehicle DC 12volt power system.

Note: Only a qualified technician should install the camera. Please consult your nearest
reseller to arrange installation.

Precautions

Do not try to repair the unit yourself. If you are experiencing any problems with this product,
please inform your nearest retailer. The product is comprised of many electronic components.
Attempting to repair or disassemble may cause the product to malfunction and void warranty.

Warranty

Option Audio Pty Ltd, (OA) warrant all OA product to be free of defects in material and
workmanship for a period of (1) year form the date of original purchase provided they are
purchased from an authorized OA reseller in Australia. However, the effective warranty period
will be two (2) years if the products were purchased from and installed by an Authorised OA
Reseller. Do not try to repair the unit yourself. If you are experiencing any problems with this
product, please turn power off immediately and inform your nearest retailer. The product is
comprised of many electronic components. Attempting to repair or disassemble may cause
the product to malfunction and void warranty.

WHAT IS COVERED - Parts and labour to effect or, at the sole discretion of OA, replace of
either any malfunction or defective part(s) to or the entire system should the system or any
component part(s) there of ail to perform as designed.

WHAT IS NOT COVERED - Installation or setup and repair or replacement of the system or
any parts thereof which, in OA judgment, fail or become damaged as a result of negligence,
improper use, abuse, unauthorised modification or service, improper or inadequate packaging
during shipment, installation by a non-authorized dealer, accident, or use for any purpose
other than those for which this product was originally intended, or where the model’s serial
number has been removed, altered or defaced. The warranty is non transferable. Option
Audio will not accept consequential damages as a result of product failure.
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